
6BJ7 

TRIPLE DIODE 

9-PIN MINIATURE TYPE 
For dc restorer service 



GENERAL DATA 

Electrical: 

Heater, for Unipotential Cathodes: 

Voltage (AC or DC). 

Current. 

IDirect Interelectrode Capacitances 
Plate of unit No.l to cathode of 
unit No.l, internal shield, 

Plate of unit No.2 to cathode 
unit No.2, internal shield, 

Plate of unit No.3 to cathode 
unit No.3, internal shield. 
Cathode of unit No.l to plate 


unit No.l, internal shield. 
Cathode of unit No.2 to plate 
unit No.2, internal shield. 
Cathode of unit No.3 to plate 
unit No.3, internal shield, 
Plate of unit No.l to plate of un 

Plate of unit No.2 to plate of un 

Plate of unit No.3 to plate of un 
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[Maximum Seated Length . 1-15/16" 

Length, Base Seat to Bui b Top (Excl ud i ng t i p). . 1-9/16" ± 3/32" 

Diameter. 0.750" to 0.875" 

Dimensional Outline . See General Section 

Bulb.T6-1/2 

Base.Small-Button Noval 9-Pin (JEDEC No.E9-l) 

Basing Designation for BOTTOM VIEW.9AX 


Pi n 1 - Cathode of 
Unit No.3 
Pin 2 - Plate of 
Unit No.3 
Pin 3~ Internal 
Shield 

Pin 4 - Heater 
Pin 5 - Heater 



Pin 6 - PI ate of 
Unit No.2 
Pin 7-Cathode of 
Unit No.2 
Pin 8 - PI ate of 
Unit No.l 
Pin 9 - Cathode of 
Unit No.l 


DC RESTORER SERVICE 

Values are for Each Unit 
[Maximum Ratings, Design-Center Values: 

PEAK INVERSE PUTE VOLTAGE. 330 max. 

PEAK PUTE CURRENT. 10 max. 

0 without external shield. 


vol ts 
ma 
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DC OUTPUT CURRENT. 1 max. ma 

PEAK HEATER-CATHODE VOLTAGE: 

Heater negative with respect to cathode . . 330 max. volts 
Heater positive with respect to cathode . . 100 max. volts 

Characteristics: 

Plate Current for plate volts = 2.7. 10 ma 
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